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     OMC 25 ADRB Assemblatrice per assiemi 
bullonati (dado+rondella+vite)
Macchina automatica altamente performante 
per l’assemblaggio di viti rondelle e dadi per la 
produzione di assiemi bullonati da M10 a M24. 

Adatta al pre-assemblaggio di assiemi bullonati per sistemi 
HV, HR,HRC ed SB costituiti da vite, dado e rondella. Adatto 
all’assemblaggio di rondelle piane e rondelle elastiche, disponibile 
anche nella versione speciale per l’assemblaggio di 2 rondelle. 
Sistema automatico di carico e scarico con gestione automatica 
dello scarto. Una macchina efficace per medi e grossi lotti produttivi 
con molteplici possibilità di configurazione, dotata di un design 
compatto e funzionale con per la miglior gestione logistica del 
prodotto. Possibilità di configurazione ad esigenza del cliente per 
garantire una maggior autonomia di lavoro dell’impianto.
Le funzioni del ciclo produttivo controllate e facilmente gestibili 
da pannello touch screen dotato di maschere precompilate 
di programmazione. Disponibile anche in versioni speciali per 
l’assemblaggio di rondelle speciali e viti a testa cilindrica. Possibilità 
di controllo elettronico della forza di serraggio con sistema di 
raccolta dati  su richiesta. Facile gestione ed elevata produttività per 
una macchina 4.0 ready.
Vantaggi:
•  • Macchina ad ALTA VELOCITÀ DI PRODUZIONE dal design compatto
•  • Molteplici configurazioni possibili
•  • Fino a 38 pezzi / min
•  • Pannello touchscreen di facile gestione 
•  • Carico e scarico in tempo mascherato.
•  • 100% di conformità dei prodotti in uscita
•  • Elevata versatilità
•  • Sistema di cambio prodotto semplice
•  • controllo elettronico assemblaggio su richiesta
•  • Macchina 4.0 ready

     OMC 25 ADRB Assembly machine for bolted 
assemblies (nut+washer+screw) 
High-performance automatic machine to assemble 
screws, washers and nuts for the production of 
bolted assemblies from M10 to M24.

Suitable for pre-assembly of bolted assemblies for HV, HR,HRC and 
SB systems consisting of screw, nut and washer. Suitable for the 
assembly of flat washers and elastic washers, also available in the 
special version for the assembly of 2 washers. Automatic system 
for loading and unloading with automatic management of scraps. 
An efficient machine for average to big production lots, offering 
multiple configuration possibilities, with a compact and functional 
design for the best management of product logistics.
Configuration possibility based on client requirements to guarantee 
greater machine endurance. The production cycle functions can be 
controlled and are easy to manage from the touch screen panel 
equipped with pre-compiled programming masks.
Also available in special versions for the assembly of special washers 
and cap screws. Possibility of electronically controlling the clamping 
force with data collection system upon request.
Easy management and high productivity for a 4.0 ready machine.

Advantages:
•  • HIGH PRODUCTION SPEED machine with compact design.
•  • Multi proposal configurations
•  • Up to 38 pcs/min
•  • Easy manage touch screen panel 
•  • Load and unload in masked time.
•  • 100% of output products compliant
•  • High versatility
•  • Easy change product system 
•  • Assembly electronic control on request
•  • Machine 4.0 ready

min 45.0 mm
max 150.0 mm

min 14.0 mm
max 24.0 mm

400V 3F + PE + N
50Hz     6 KW

2100 Kg
standard version

max 40 pcs./min

Assembly machine for bolted assemblies (nut+washer+screw) 
Assemblatrice per assiemi bullonati (dado+rondella+vite)
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